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    Huawei Viewpoint 9030 Firmware V100r011c03spc500
 
  This CPE summary could be partial or incomplete. Please contact us for a detailed listing.
 Summary
       
 
 	Detail
	Vendor	Huawei	First view	
                                                                                                                                                                                                                                                                                                                                                                            2018-02-15                                                            
	Product	Viewpoint 9030 Firmware	Last view	
                                                    2020-07-08                                                                                                                                                                                                                                                                                                                                                                                    
	Version	v100r011c03spc500	Type	Os
	Update	*	 
	Edition	*	 
	Language	*	 
	Sofware Edition	*	 
	Target Software	*	 
	Target Hardware	*	 
	Other	*	 
	 
	CPE Product	cpe:2.3:o:huawei:viewpoint_9030_firmware 

 Activity : Overall
 
 


 Related : CVE
  	 	Date	Alert	Description
	7.5	2020-07-08	CVE-2019-19417	The SIP module of some Huawei products have a denial of service (DoS) vulnerability. A remote attacker could exploit these three vulnerabilities by sending the specially crafted messages to the affected device. Due to the insufficient verification of the packets, successful exploit could allow the attacker to cause buffer overflow and dead loop, leading to DoS condition. Affected products can be found in https://www.huawei.com/en/psirt/security-advisories/huawei-sa-20200115-01-sip-en.

	7.5	2020-07-08	CVE-2019-19416	The SIP module of some Huawei products have a denial of service (DoS) vulnerability. A remote attacker could exploit these three vulnerabilities by sending the specially crafted messages to the affected device. Due to the insufficient verification of the packets, successful exploit could allow the attacker to cause buffer overflow and dead loop, leading to DoS condition. Affected products can be found in https://www.huawei.com/en/psirt/security-advisories/huawei-sa-20200115-01-sip-en.

	7.5	2020-07-08	CVE-2019-19415	The SIP module of some Huawei products have a denial of service (DoS) vulnerability. A remote attacker could exploit these three vulnerabilities by sending the specially crafted messages to the affected device. Due to the insufficient verification of the packets, successful exploit could allow the attacker to cause buffer overflow and dead loop, leading to DoS condition. Affected products can be found in https://www.huawei.com/en/psirt/security-advisories/huawei-sa-20200115-01-sip-en.

	5.3	2018-03-05	CVE-2017-17144	Backup feature of SIP module in Huawei DP300 V500R002C00; V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC400; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC800; V500R002C00SPC900; V500R002C00SPCa00; RP200 V500R002C00SPC200; V600R006C00; V600R006C00SPC200; RSE6500 V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC300T; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC700; V500R002C00T; TE30 V100R001C10; V100R001C10SPC100; V100R001C10SPC200B010; V100R001C10SPC300; V100R001C10SPC500; V100R001C10SPC600; V100R001C10SPC700B010; V100R001C10SPC800; V500R002C00SPC200; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC900; V500R002C00SPCb00; V600R006C00; TE40 V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC900; V500R002C00SPCb00; V600R006C00; V600R006C00SPC200; TE50 V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPCb00; V600R006C00; V600R006C00SPC200; TE60 V100R001C01SPC100; V100R001C01SPC107TB010; V100R001C10; V100R001C10SPC300; V100R001C10SPC400; V100R001C10SPC500; V100R001C10SPC600; V100R001C10SPC700; V100R001C10SPC800; V100R001C10SPC900; V500R002C00; V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC800; V500R002C00SPC900; V500R002C00SPCa00; V500R002C00SPCb00; V500R002C00SPCd00; V600R006C00; V600R006C00SPC100; V600R006C00SPC200; V600R006C00SPC300; TP3106 V100R002C00; V100R002C00SPC200; V100R002C00SPC400; V100R002C00SPC600; V100R002C00SPC700; V100R002C00SPC800; TP3206 V100R002C00; V100R002C00SPC200; V100R002C00SPC400; V100R002C00SPC600; V100R002C00SPC700; V100R002C10; ViewPoint 9030 V100R011C02SPC100; V100R011C03B012SP15; V100R011C03B012SP16; V100R011C03B015SP03; V100R011C03LGWL01SPC100; V100R011C03SPC100; V100R011C03SPC200; V100R011C03SPC300; V100R011C03SPC400; V100R011C03SPC500; eSpace U1960 V200R003C30SPC200; eSpace U1981 V100R001C20SPC700; V200R003C20SPCa00 has an overflow vulnerability when the module process a specific amount of state. The module cannot handle it causing SIP module DoS.

	5.3	2018-03-05	CVE-2017-17143	SIP module in Huawei DP300 V500R002C00; V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC400; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC800; V500R002C00SPC900; V500R002C00SPCa00; RP200 V500R002C00SPC200; V600R006C00; V600R006C00SPC200; RSE6500 V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC300T; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC700; V500R002C00T; TE30 V100R001C10; V100R001C10SPC100; V100R001C10SPC200B010; V100R001C10SPC300; V100R001C10SPC500; V100R001C10SPC600; V100R001C10SPC700B010; V100R001C10SPC800; V500R002C00SPC200; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC900; V500R002C00SPCb00; V600R006C00; TE40 V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC900; V500R002C00SPCb00; V600R006C00; V600R006C00SPC200; TE50 V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPCb00; V600R006C00; V600R006C00SPC200; TE60 V100R001C01SPC100; V100R001C01SPC107TB010; V100R001C10; V100R001C10SPC300; V100R001C10SPC400; V100R001C10SPC500; V100R001C10SPC600; V100R001C10SPC700; V100R001C10SPC800; V100R001C10SPC900; V500R002C00; V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC800; V500R002C00SPC900; V500R002C00SPCa00; V500R002C00SPCb00; V500R002C00SPCd00; V600R006C00; V600R006C00SPC100; V600R006C00SPC200; V600R006C00SPC300; TP3106 V100R002C00; V100R002C00SPC200; V100R002C00SPC400; V100R002C00SPC600; V100R002C00SPC700; V100R002C00SPC800; TP3206 V100R002C00; V100R002C00SPC200; V100R002C00SPC400; V100R002C00SPC600; V100R002C00SPC700; V100R002C10; ViewPoint 9030 V100R011C02SPC100; V100R011C03B012SP15; V100R011C03B012SP16; V100R011C03B015SP03; V100R011C03LGWL01SPC100; V100R011C03SPC100; V100R011C03SPC200; V100R011C03SPC300; V100R011C03SPC400; V100R011C03SPC500; eSpace U1960 V200R003C30SPC200; eSpace U1981 V100R001C20SPC700; V200R003C20SPCa00 has an overflow vulnerability that the module cannot parse a malformed SIP message when validating variables. Attacker can exploit it to make one process reboot at random.

	5.3	2018-03-05	CVE-2017-17142	SIP module in Huawei DP300 V500R002C00; V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC400; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC800; V500R002C00SPC900; V500R002C00SPCa00; RP200 V500R002C00SPC200; V600R006C00; V600R006C00SPC200; RSE6500 V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC300T; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC700; V500R002C00T; TE30 V100R001C10; V100R001C10SPC100; V100R001C10SPC200B010; V100R001C10SPC300; V100R001C10SPC500; V100R001C10SPC600; V100R001C10SPC700B010; V100R001C10SPC800; V500R002C00SPC200; V500R002C00SPC500; V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC900; V500R002C00SPCb00; V600R006C00; TE40 V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC900; V500R002C00SPCb00; V600R006C00; V600R006C00SPC200; TE50 V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPCb00; V600R006C00; V600R006C00SPC200; TE60 V100R001C01SPC100; V100R001C01SPC107TB010; V100R001C10; V100R001C10SPC300; V100R001C10SPC400; V100R001C10SPC500; V100R001C10SPC600; V100R001C10SPC700; V100R001C10SPC800; V100R001C10SPC900; V500R002C00; V500R002C00SPC100; V500R002C00SPC200; V500R002C00SPC300; V500R002C00SPC600; V500R002C00SPC700; V500R002C00SPC800; V500R002C00SPC900; V500R002C00SPCa00; V500R002C00SPCb00; V500R002C00SPCd00; V600R006C00; V600R006C00SPC100; V600R006C00SPC200; V600R006C00SPC300; TP3106 V100R002C00; V100R002C00SPC200; V100R002C00SPC400; V100R002C00SPC600; V100R002C00SPC700; V100R002C00SPC800; TP3206 V100R002C00; V100R002C00SPC200; V100R002C00SPC400; V100R002C00SPC600; V100R002C00SPC700; V100R002C10; ViewPoint 9030 V100R011C02SPC100; V100R011C03B012SP15; V100R011C03B012SP16; V100R011C03B015SP03; V100R011C03LGWL01SPC100; V100R011C03SPC100; V100R011C03SPC200; V100R011C03SPC300; V100R011C03SPC400; V100R011C03SPC500; eSpace U1960 V200R003C30SPC200; eSpace U1981 V100R001C20SPC700; V200R003C20SPCa00 has an overflow vulnerability that attacker can exploit by sending a specially crafted SIP message leading to a process reboot at random.

	5.9	2018-02-15	CVE-2017-17151	Huawei AR100, AR100-S, AR110-S, AR120, AR120-S, AR1200, AR1200-S, AR150, AR150-S, AR160, AR200, AR200-S, AR2200, AR2200-S, AR3200, AR510, DP300, NetEngine16EX, RP200, SRG1300, SRG2300, SRG3300, TE30, TE40, TE50, TE60, TP3106, TP3206, ViewPoint 8660, and ViewPoint 9030 have an insufficient validation vulnerability. Since packet validation is insufficient, an unauthenticated attacker may send special H323 packets to exploit the vulnerability. Successful exploit could allow the attacker to send malicious packets and result in DOS attacks.


 CWE : Common Weakness Enumeration
  	%	id	Name
	60% (6)	CWE-119	Failure to Constrain Operations within the Bounds of a Memory Buffer
	40% (4)	CWE-20	Improper Input Validation

 


 


 


 


 


 


 


 


 


 


 


 
 
   vDNA Monitoring
 	[image: ]	no vDNA Monitoring
	Monitor this version now !

 Global informations
 	Mapping	Total
	CVE ID(s)	7
	CWE ID(s)	2

 
  Risk Rating (CVSS)
 	CVSS	%	Affected CVE
		Critical (9-10)	0%	0
		High (7-8.9)	42.86%	3
		Medium (4-6.9)	57.14%	4
		Low (0.1-3.9)	0%	0
		Pending... (0)	0%	0

 
  Open Standards
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    COMPANY
 Security-Database help your corporation foresee and avoid any security risks that may impact your IT infrastructure and business applications.
 
  STANDARDS
 [image: CVE Compatible] [image: CWE Compatible] [image: Supporter of Making Security Measurable] [image: OVAL Repository] 
  RECENT POSTS
     Working on Common Vulnerability Scoring System v3 integration 
 01 August 2016
 
 
    CPE Deprecated Dictionary integration 
 28 June 2016
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